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Fixings and Adhesives

Storage and Handling



Fiber Species

Moisture Content

Adhesive

LAY-UP PROPERTIES AND WEIGHT

Nominal Thickness 

(mm)

Number  

of plies

Ply thickness  

(mm)

Average weight (Kg/board)* Pieces  

per Bundle2440 x 610 2440 x 1220 2500 x 1250

6,5 3 2,54 5 11 11 140

9 3 3,15 7 14 15 108

12 5 2,54 10 19 20 80

15 5 3,15 12 24 25 65

18 7 2,54 14 29 30 54

21 7 3,15 17 33 35 46

25 9 3,15 20 40 42 39

30 11 2,54 24 48 59 32

TOLERANCES

Length +0mm/-2mm on the specified nominal value.

Width +0mm/-2mm on the specified nominal value.

Thickness ±0,4mm on the specified nominal value for sanded grades.

Squareness Within 1mm per meter.

Straightness Within 1mm per meter.

Diagonals +0mm / -2mm on the specified nominal value.

Dimensional Properties
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Structural Properties

STRUCTURAL PROPERTIES

Nominal Thickness 

(mm)

MOR  

(N/mm²)

MOE 

(N/mm²)

//

T

//

T

6,5 84 17 7846 717

9 81 15 7913 745

12 70 30 7297 2381

15 68 29 6921 2353

18 62 34 6461 3102

21 69 34 7695 3626

25 54 33 6318 3396

30 48 30 5904 4316

Thickness  

(mm)

Planar Shear Strength  

F (Ib/Q) (kN/m)

Bending Strength

(kNm/m)  

Parallel

Bending Strength

(kNm/m)  

Perpendicular

Bending Stiffness

(kNm/m2)  

Parallel

Bending Stiffness 

(kNm/m2) 

 Perpendicular

6,5 10,20 0,48 0,59 0,25 0,27

9 11,24 0,91 0,18 0,45 0,04

12 16,81 1,49 0,61 0,96 0,29

15 20,24 2,16 0,90 1,93 0,55

18 24,42 2,74 1,69 3,01 1,59
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GAPS

Location
Grades:  

AC / BCDeco / CD/ BC / CpC
Form MU

Adjacent to face
Depth: 210mm Depth: 100mm Depth: 210mm

Length: 25mm Length: 10mm Length: 60mm

Adjacent to back face
Depth: 210mm Depth: 100mm Depth: 210mm

Length: 25mm Length: 10mm Length: 60mm

Interior (non central)
Depth: 210mm Depth: 100mm Depth: 210mm

Length: 25mm Length: 10mm Length: 60mm

Interior (central)
Depth: 210mm Depth: 100mm Depth: 210mm

Length: 25mm Length: 10mm Length: 60mm

On the long edge
Depth: 210mm Depth: 100mm N/A

Length: 25mm Length: 10mm N/A

On the short edge
Depth: 210mm Depth: 100mm N/A

Length: 25mm Length: 10mm N/A

Gaps and Knotholes Allowed

Gaps

Thermal Conductivity

Fire Tests on Building Materials

THICKNESS vs THERMAL CONDUCTIVITY

Thickness Conductivity

mm W/mK

9 0.112

12 0.138

15 0.134

18 0.158

KNOTHOLES

Location Grades (AC / BC Deco / BC / CpC)

Knotholes in interior knots Lentgh: 40mm

ARAUCOPLY 12 MM EARLY FIRE HAZARD PROPERTIES

Regulatory Indexes Result Range

Ignitability Index 14 0 - 20

Spread of Flame Index 7 0 - 10

Heat Evolved Index 5 0 - 10

Smoke Developed Index 2 0 - 10

Knotholes
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CE 2+ EN 13986:2004

BBA

P30

DIN 68705

BFU 100

PS1-09

AS-NZS2269

JAS

PEFC

ISO 14001

OHSAS 18001

CARB

Certi!cations
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Product Identi!cation
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